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(2)

Physical Technical Testing Institute

Ostrava-Radvanice

Type Examination Certificate
Equipment Intended for use

in Potentially Explosive Atmospheres
Directive 94/9/EC

@

(3) Type Examination Certifieate Number:

(4) Equipment:

(5) Manufaeturer:

(6) Address:

FTZÚ 06 ATEX 0338X

Fire dam per type PKTM-90 or PKTM-120, PKTMJ-90 and PKTMJ-120

(s~u)re or circular including spiro design)" ,~

MANDIK, a.s.

Hostomice 555, 267 24 Hostomice, Czech Republic

(7) This equipment or proteetive system -and any of aeeeptable variation thereto is speeified in the
sehedule to this eertifieate and the aoeu~ents therein referred to.

(8) The Physieal Teehnieal Testing Inst~ute ~rtifies that this equipment or proteetive system has

been found to eomply with the Essential"'l:;teaith. and Safety Requirements relating to the design
and eonstruetion of Category 2 equipment~, whie~ is intended for use in potentially explosive
atmospheres given in Annex II to the Couneil Direetive 94/9/EC.

The examination and test results are reeorded in eOlJfidéntial Report N°

06/0338 dated December 2006

(9) Complianee with Essential Health and safety requirements"h,as \e.en assured by eomplianee with:

EN 13463-1 :2001; EN 13463-5:"2003

(10) If the sign "X" is plaeed after the eertifieate number, it indieates1ha.t ~e equipment or proteetive

system is subjeet to speeial eonditions for safe use speeified in the sCh,edule to this eertifieate.

(11) This TYPE EXAMINATION CERTIFICATE relates only to the design, ~xam~ation and testing of

the speeified equipment or proteetive system in aeeordanee to the direetivé'~4/9/E~C.
Further requirements of the Direetive apply to the manufaeturing proeess'-and .••.supply of this

equipment or proteetive system. These are not eovered by this eertifieate.

(12) The marking of the equipment or proteetive system shall inciude following:

® II 2G c

This Type Examination Certifieate is valid till: 31.12. 2011

This certificate is granted subject to the general conditions of the Physical Technical Testing Institute.

This certificate may only be reproduced in its entirety and without any change, schedule included.

FTZÚ. Pikartská 7. 71607 Ostrava Radvanicc, tcl +420 596 232 715, fax +420 596 232 672, e-mail: ttzu@ftzu.cz



Physical Technical Testing Institute

Ostrava-Radvanice

(13) Schedule

(14) Type Examination Certificate N° FTZÚ 06 ATEX 0338X

(15) Descriptjon of Equipment:

The fjre damper are closures in pipelines of air condjtioning, that prevent propagation of fjre and

combustjon products from one fjre cell to another by elosure of air pipes jn point of installation.

The fire dampers are produced in circular and square series in sizes according to drawings.

(Other atypjcal djmensjon jn gjven range can be jndivjdually produced). The constructjon js made

of zinc-plated or stajnless steel plate point welded or welded steel or stajnless steel. The dam per

blade is of materjal Promatect-H 2x20 mm fastened with steel elips, that are protected against

contact with stop surfaces. The damper blade js two-sjde fastened in U-profile sheet with central

hinge. The hinge protrude on one side into the triggering mechanjsm. The closure of dam per is

provjded wjth external spring. The triggering mechanism is manually controlled (open positjon)

and jt js actjvated by trjggering spring device. The stop surfaces for closing of damper are made of

zinc-plated sheet and damper fjt to these surfaces with Promatect plate surface. The whole design

of damper js jnterconnected and provided with earthjng terminal.

(16) Report No.: 06/0338 15 + 2 pages

(17) Special condjtjons for safe use:

The explosion-proof electrjcal apparatus installed together with the fire dam per must comply the

hazardous area classification according to 60079-10 outside and inside of fire damper.

(18) Essential Health and Safety Requirements:

Covered by standards mentioned in (9) of this certjfjcate.

Responsible person: Date of issue: 22.12. 2006

Number of pages: 3
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This certificate is granted subject to the general conditions of the Physical Technical Testing Institute.

This certificate may only be reproduced in its entirety and without any change, schedule included.
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Physical Technical Testing Institute

Ostrava-Radva nice

(13) Schedule

(14) Type Examination Certificate N° FTZÚ 06 ATEX 0338X

(19) LIST OF DOCUMENTATION

• Drawing No.0315-0102-xxx a...
on 11.12.2006

0315-0202-xxx a

on 11.12.2006

0315-0302-xxx a

on 11.12.2006

N315-5033-003a

...
on 11.12.2006

N315-5033-007a

on 23.06.2004

0315-1102-xxx a

...
on 11.12.2006

0315-1202-xxx a

...
on 11.12.2006

•

Instruction for use No. 018 ...
on 01.12.2006

•

Risk analysis No. 018
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